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Containers and accessories
Bottles - wide mouth
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Capacity (ml) Thread Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
50 GL 32 38 88 24 1 215-0904
100 GL 32 48 105 24 1 215-0905
250 GL 45 60 140 38 1 215-0906
500 GL 45 75 170 38 1 215-0907
1000 GL 63 95 206 55 1 215-0908
2000 GL 63 120 252 55 1 215-0909

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
30 32 70 22 10 215-2871
60 40 82 26 10 215-0552
100 50 86 32 10 215-2869
125 50 100 32 10 215-2870
150 50 113 32 10 215-0390
250 60 141 34 10 215-0392
500 75 161 44 10 215-0393
1000 90 207 53 5 215-0394
2000 120 243 53 5 215-0560

Bottles, wide mouth, with screw cap, Azlon®
SciLabware

PP, translucent, rigid with PP screw caps

Ideal for a wide range of liquid storage, media preparation and sampling applications.

Screw caps have non-stick feature and open and close in less than 1 1/2 turn
Heavy duty and very durable in use
Good chemical resistance, autoclavable at +121 °C

Capacity (ml) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
60 40 84 22 10 215-0551
150 50 104 26 10 215-0553
250 60 141 34 10 215-0554
500 75 161 44 10 215-0556
1000 90 207 53 5 215-0558
2000 120 243 53 5 215-0561

Bottles, wide mouth, with screw cap, Azlon®
SciLabware

PP amber, rigid with black PP screw caps

Ideal for sample collection and storage of light-sensitive materials. Wide opening for rapid filling and 
dispensing of powders, pastes and liquids.

Screw caps have non-stick feature and open or close easily in less than 1 1/2 turns
Heavy duty and very durable in use
Good general chemical resistance, autoclavable at +121 °C

Capacity (ml) Thread (mm) Ø ext. (mm) Height (mm) Neck I-Ø (mm) Pk Cat. No.
125 33 46 114 28 4 215-7243
250 43 58 125 33 4 215-7244
500 53 71 155 38 4 215-7245
1000 63 89 209 43 4 215-7246

Bottles, wide mouth, with screw cap, Nalgene®
Thermo Scientific

Polymethylpentene PMP, transparent with PP screw cap

Can be used anywhere in the laboratory and for sample collection. Wide opening for rapid filling and 
dispensing of powders, pastes and liquids. Good clarity for viewing bottle contents.

High level of chemical resistance
Temperature resistant up to +145 °C, autoclavable
Leakproof




