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Dow Corning® Xiameter PMX 200/20 cS 
silicone fluid

Cat. No. Pk Pack type
630054T 500 g Plastic bottle
630056V 5 kg Plastic bottle
630057W 20 kg Plastic container

This product is not available in all countries. Please check with your local VWR International office or 
supplier.

 
Clear colourless low-volatility polydimethylsiloxane

Dow Corning® Xiameter PMX 200/50 cS 
silicone fluid

Cat. No. Pk Pack type
630066A 5 kg Plastic bottle
630067B 20 kg Plastic container
630068C 200 kg Plastic container

This product is not available in all countries. Please check with your local VWR International office or 
supplier.

 

Dow Corning® Xiameter PMX 200/100 cS 
silicone fluid

Cat. No. Pk Pack type
630074A 500 g Plastic bottle
630076C 5 kg Plastic bottle
630077D 25 kg Plastic container
630078E 200 kg Plastic container

This product is not available in all countries. Please check with your local VWR International office or 
supplier.

 

Dow Corning® Xiameter PMX 200/200 cS 
silicone fluid

Cat. No. Pk Pack type
630084C 500 g Plastic bottle

This product is not available in all countries. Please check with your local VWR International office or 
supplier.

 
Clear colourless low-volatility polydimethylsiloxane

Dow Corning® Xiameter PMX 200/350 cS 
silicone fluid

Cat. No. Pk Pack type
630094E 500 g Plastic bottle
630096G 5 kg Plastic bottle
630097H 25 kg Plastic container
630098Y 200 kg Plastic container

This product is not available in all countries. Please check with your local VWR International office or 
supplier.

 

Dow Corning® Xiameter PMX 200/500 cS 
silicone fluid

Cat. No. Pk Pack type
630104M 500 g Plastic bottle
630108Q 200 kg Plastic container

This product is not available in all countries. Please check with your local VWR International office or 
supplier.

 
Clear colourless low-volatility polydimethylsiloxane

Dow Corning® Xiameter PMX 200/12500 cS 
silicone fluid

Cat. No. Pk Pack type
630126S 5 kg Plastic bottle
630127T 25 kg Plastic container

This product is not available in all countries. Please check with your local VWR International office or 
supplier.

 
Clear colourless low-volatility polydimethylsiloxane

Contains an oxidation inhibitor. Highly recommended for benchtop oil baths 
and manufacturing heat transfer where an upper temperature limit of 288°C is 
required

Dow Corning® 210H/100 cS silicone fluid high 
temperature, high shear, low volatility silicone 
fluid

Cat. No. Pk Pack type
630184F 500 g Plastic bottle
630186H 5 kg Plastic bottle
630185G 20 kg Plastic container

This product is not available in all countries. Please check with your local VWR International office or 
supplier.

 

Brown, fairly clear polydimethylsiloxane

Dow Corning® FS 1265/10,000 cS chemically 
inert fluid

Cat. No. Pk Pack type
630267H 5 kg Plastic bottle

This product is not available in all countries. Please check with your local VWR International office or 
supplier.

 
Clear low volatility fluorosilicone especially suitable for foam control in 
chlorinated solvents

Silicone - Fluids

Silicone oil 47 V 50 RHODORSIL®

Viscosity (25°C) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 47.5 to 52.5 cSt
Volatile matter . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . Max. 1.0 %

Cat. No. Pk Pack type
6678.1000 1 l Glass bottle

 

Silicone oil 47 V 350

Recommended working temperature. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -5 to +200°C
Viscosity (25°C) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 330 to 370 cSt

Cat. No. Pk Pack type
83851.290 1 l Plastic bottle
83851.360 5 l Plastic bottle

 

Silicone oil 47 V 1000 RHODORSIL®

Recommended working temperature. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -5 to +200°C
Viscosity (25°C) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 900 to 1100 cSt

Cat. No. Pk Pack type
27263.237 250 ml Glass bottle

 

Silicone oil 20 cSt (25°C, Polydimethylsiloxane)

Cat. No. Pk Pack type
84543.290 1 l Plastic bottle
84543.360 5 l Plastic bottle

 

Silicone oil 47 V 100

Cat. No. Pk Pack type
84542.290 1 l Plastic bottle
84542.460 25 l Plastic drum

 

Silicone oil 500 cSt (25°C, 
Polydimethylsiloxane)

Cat. No. Pk Pack type
84539.290 1 l Plastic bottle
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