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Sieving and filtration
Quantitative filter paper
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Grade Size (mm) Pk Cat. No.
Hardened low ash grades
54 90 100 512-0347
54 110 100 512-0348
54 125 100 512-0349
54 150 100 512-0350
54 185 100 512-0351
54 240 100 512-0352
54 320 100 516-1150
Hardened ashless grades
540 55 100 512-0425
540 90 100 512-0353
540 110 100 512-0354
540 125 100 512-0355
540 150 100 512-0356
540 185 100 512-0357
541 42,5 100 512-0596
541 47 100 512-0597
541 55 100 512-0358
541 70 100 512-0359
541 90 100 512-0360
541 110 100 512-0361
541 125 100 512-0362
541 150 100 512-0363
541 185 100 512-0364
541 240 100 512-0365
541 270 100 512-0598
541 460×570 100 512-0599
542 55 100 512-0366
542 70 100 512-0367
542 90 100 512-0368
542 110 100 512-0369
542 125 100 512-0370
542 150 100 512-0371
542 185 100 512-0372
542 240 100 512-0373
542 400 100 512-0594

Grade Size (mm) Pk Cat. No.
511 90 100 516-0311
511 110 100 516-0312
511 125 100 516-0313
511 150 100 516-0314
511 185 100 516-0315

Filtration speed 200 s (Herzberg)
Thickness 0,2 mm
Weight 85 g/m²

Phase separating paper, grade 511
Hydrophobic filter paper used for separation of aqueous solutions from organic solutions.

Usable as a disposable separating funnel




