
1861www.vwr.com

Weight and volume
Volume - bulb pipettes

Capacity (ml) Tolerance (± ml) Length (mm) Pk Cat. No.
1 0,007 300 3 612-4129
2 0,010 330 3 612-4130
4 0,015 410 3 612-4132
5 0,015 410 3 612-4133
10 0,020 450 3 612-4134
20 0,030 520 2 612-4135
25 0,030 530 2 612-4136
50 0,050 550 2 612-4137
100 0,080 600 2 612-4138

Bulb pipettes
AR-Glas®, 1 mark, class AS

Calibrated to deliver, total delivery
Ring mark and inscriptions in high contrast amber stain
Conformity certified, with dated batch identification
Batch certificate included
Not available with individual certificate

DIN EN ISO 648

Capacity (ml) Tolerance (± ml) Length (mm) Pk Cat. No.
1 0,007 300 3 612-4775
2 0,010 330 3 612-4776
3 0,010 350 3 612-4777
4 0,015 410 3 612-4778
5 0,015 410 3 612-4779
10 0,020 450 3 612-4780
20 0,030 520 2 612-4781
25 0,030 530 2 612-4782
50 0,050 550 2 612-4783
100 0,080 600 2 612-4784

Bulb pipettes
AR-Glas®, 2 marks, class AS

Calibrated to deliver (TD, Ex)
Ring mark and inscriptions in high contrast amber stain
Conformity certified, with dated batch identification
Batch certificate included

DIN EN ISO 648




