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Containers and accessories
Transport and storage containers

Capacity (l) W×D×H (mm) Colour Neck I-Ø (mm) Thread (mm) Pk Cat. No.
Jerricans with tamper evident screw caps
5 145×190×251 Translucent 40,5 50 1 216-1410
10 190×230×310 Translucent 40,5 50 1 216-1416
20 245×295×392 Blue 48 60 1 216-1424
30 284×326×427 Blue 48 60 1 216-1426

For Pk Cat. No.
Screw caps with spigot for jerricans
20 l and 30 l jerricans 1 216-1427
5 l and 10 l jerricans 1 216-1428
Screw caps for jerricans
5 l and 10 l jerricans 1 216-1429
20 l and 30 l jerricans 1 216-1470

Jerricans, narrow mouth, HDPE
Bürkle

HDPE, translucent or blue, with tamper evident screw cap

Universal jerrican for industry, trade and laboratories. Ideal for packing, storage and transfer of liquids. UN 
approval 3H1/X1.9/250 for all sizes.

Good chemical resistance
Temperature resistant from -40 to +110 °C
Can be fitted with screw caps with spigots (optional)

Capacity (l) W×D×H (mm) Colour Thread (mm) Pk Cat. No.
2,5 115×153×202 Transparent 45 1 216-5371
3 115×153×237 Transparent 45 1 216-5372
5 145×192×251 Transparent 45 1 216-5332
10 193×234×298 Transparent 45 1 216-5333
20 248×290×379 Transparent 61 1 216-5334
25 246×290×450 Transparent 61 1 216-5376
30 280×360×415 Transparent 61 1 216-5336

Jerricans, narrow neck with screw cap
HDPE, translucent

Universal canister for industry, trade and laboratories. Ideal for packaging, storage and transportation. With 
UN or Y approval.

Good chemical resistance
Temperature resistant from −40 to +110 °C
UN canister with Y approval 

Capacity (l) W×D×H (mm) Thread (mm) Type Pk Cat. No.
5 145×192×251 45 UN 3H1/Y 1.4/140 1 216-5340
10 193×234×298 45 UN 3H1/Y 1.9/200 1 216-5341
20 248×290×379 61 UN 3H1/Y 1.9/180 1 216-5308
25 248×290×444 61 UN 3H1/Y 1.9/200 1 216-5342
30 358×293×432 61 UN 3H1/X 1.8/250 1 216-5310

Jerricans, narrow neck with screw cap
HDPE, blue 

Universal jerrican for industry, trade and laboratories. Ideal for packaging, storage and transportation.

Good chemical resistance
Temperature resistant from -40 to +110 °C
UN approval




