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Sampling
Bags and swabs
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Capacity (ml) Thickness (μm) Dimensions (mm) Pk Cat. No.
Safety Tabs bags: Closure with 1 round and 1 flat wire, without write-on panel, sterile version double bag
1650 101 178×305 1.000 129-9890
Safety Tabs bags: Closure with 1 round and 1 flat wire, with write-on panel 
450 63 114×229 500 129-9888
650 76 140×229 1.000 300-0106
1650 76 178×305 1.000 300-0107
2250 101 254×305 250 129-0012
4000 101 254×382 250 129-0013

L×W (mm) Pk Cat. No.
Single pocket without write-on panel
60×40 1.000 129-0293
80×60 1.000 129-0294
100×70 1.000 129-0309
120×80 1.000 129-0295
150×100 1.000 129-0296
170×120 1.000 129-0297
220×160 1.000 129-0298
250×180 1.000 129-0299
300×200 1.000 129-0306
350×250 1.000 129-0307
400×300 1.000 129-0308
Single pocket with writing area
40×60 1.000 129-0310
60×80 1.000 129-0311
70×100 1.000 129-0320
80×120 1.000 129-0312
100×150 1.000 129-0313
120×170 1.000 129-0314
160×220 1.000 129-0315
180×250 1.000 129-0316
200×300 1.000 129-0317
350×250 1.000 129-0318
300×400 1.000 129-0319
Single pocket, sterile with write-on panel
200×300 1.000 129-0325
Double pocket without write-on panel
120×170 1.000 129-0321
160×220 1.000 129-0322
180×250 1.000 129-0323
200×300 1.000 129-0324

Bags, zip seal
LDPE

For storage and transport of solid samples, tubes, spare parts and documents, available with and without write-on 
panel.

Quick sealing with guide tracks on the pressure seal
Transparent PE for easy identification of the contents
Can be resealed repeatedly, flexible and tear-proof




