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Containers and accessories
Flasks - erlenmeyer, round and flat bottom

Capacity (ml) Height (mm) Ø ext. (mm) Neck Ø ext. (mm) Pk Cat. No.
Narrow mouth
25 75 42 22 1 214-1102
50 90 51 22 1 214-1104
100 105 64 22 1 214-1106
125 112 67 28 1 214-1107
200 131 79 34 1 214-1108
250 145 85 34 1 214-1110
300 156 87 34 1 214-1112
500 180 105 34 1 214-1114
1000 220 131 42 1 214-1116
2000 280 166 50 1 214-1118
3000 310 187 52 1 214-1120
5000 365 220 52 1 214-1122
Wide mouth
25 70 43 31 1 214-1152
50 85 51 34 1 214-1154
100 105 64 34 1 214-1156
200 131 79 50 1 214-1158
250 140 85 50 1 214-1160
300 156 87 50 1 214-1162
500 175 105 50 1 214-1164
1000 220 131 50 1 214-1166
2000 276 153 72 1 214-1168

Erlenmeyer flasks, narrow or wide mouth, with beaded rim
DURAN Group

DURAN®, borosilicate glass, clear

Volume graduations and labelling area.

Very good chemical resistance 
High temperature resistance 
Minimal thermal expansion, giving relatively high resistance to temperature changes

With printed retrace code (batch identification); batch certificate available at www.duran-group.com 
(214-1102 and 214-1152 without retrace code)

ISO 1773 narrow mouth (except 214-1107/214-1108 and 214-1112)

DIN ISO 24450 wide mouth (except 214-1152 and 214-1168)

Capacity (ml) Height (mm) Ø ext. (mm) Pk Cat. No.
Narrow mouth
25 75 42 1 214-0210
50 90 51 1 214-0211
100 105 64 1 214-0212
250 145 85 1 214-0213
500 180 105 1 214-0214
1000 220 131 1 214-0215
2000 280 166 1 214-0216
5000 365 220 1 214-0217
Wide mouth
100 105 64 1 214-0218
250 140 85 1 214-0219
500 175 105 1 214-0220
1000 220 131 1 214-0221

Erlenmeyer flasks, narrow or wide mouth, Super Duty
DURAN Group

DURAN®, borosilicate glass, clear

With easy to read graduations and a white labelling area. Higher mechanical stability compared to 
standard Erlenmeyer flasks due to increased wall thickness and reinforced sturdy rim and base. Even 
distribution of wall thickness. It is recommended to heat the super duty Erlenmeyer flasks slowly and 
evenly, to prevent thermal stresses in the glass. 

Very good chemical resistance
High temperature resistance
Minimal thermal expansion, giving relatively high resistance to temperature changes

With printed retrace code (batch identification); batch certificate available at www.duran-group.com




