
Pipette filler
Volac Universal. Accept 
pipettes from 1 to 20ml with top 
diameters of 4.0 to 10.3mm. 
Incorporates an adjuster and 
plunger action for repeating 
volumes, screw control for 
fractional delivery or extraction, 
a free-flow control and pre-set 
plunger refiller. One hand 
operation. Made from 
polypropylene, polyacetal, 
rubber and stainless steel. 
Autoclavable to 110°.

Pk Cat. No. £
1 613-4644 23.22L

Quick-release pipette stand
●Made of clear acrylic
●Holds 6 quick release pipettes

Description Pk Cat. No. £
Acrylic pipette stand 1 612-2081 69.30M

Pipette filler stand
● Extra sturdy acrylic stand 

with large diameter hole
● Benchtop holder designed to 

keep mechanical pipette filler 
within easy reach

Description Pk Cat. No. £
Pipette filler stand 1 612-2995 72.10M

Pipette filler, standard
● Made of natural rubber
● For measuring and 

volumetric pipettes up 
to 10 ml

For universal usage. With 3 
ventilation valves.

Colour Pk Cat. No. £
red 1 612-1930 6.98F
blue 1 612-2008 6.98F
yellow 1 612-2009 6.98F
green 1 612-2007 6.98F
black 1 612-2006 6.98F

Pipette filler, universal
● Made of natural rubber
● For measuring and 

volumetric pipettes up 
to 100 ml

For universal usage. With 3 
ventilation valves.

Colour Pk Cat. No. £
red 1 612-1931 7.11F
blue 1 612-2004 7.11F
yellow 1 612-2005 7.11F
green 1 612-2003 7.11F
black 1 612-2001 7.11F
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