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Weight and volume
Volume - bulb pipettes

Capacity (ml) Tolerance (± ml) Length (mm) Pk Cat. No.
0,5 0,005 300 1 612-1201
1 0,008 300 1 612-1202
2 0,01 330 1 612-1203
2,5 0,01 330 1 612-1204
3 0,01 330 1 612-1205
4 0,015 400 1 612-1206
5 0,015 400 1 612-1207
6 0,015 400 1 612-1208
7 0,015 400 1 612-1209
8 0,02 440 1 612-1210
9 0,02 440 1 612-1211
10 0,02 440 1 612-1212
15 0,03 510 1 612-1213
20 0,03 510 1 612-1214
25 0,03 520 1 612-1215
30 0,03 520 1 612-1216
40 0,05 540 1 612-1217
50 0,05 540 1 612-1218
100 0,08 585 1 612-1219

Bulb pipettes, BLAUBRAND®
Brand

AR-Glas®, 1 mark, class AS, conformity certified

Calibrated to deliver (TD, Ex)
Ring mark and inscriptions in blue enamel
Waiting time 5 secs
Conformity certified, with batch certificate
On request also available with an individual certificate or DAkkS calibration certificate
Also available as separate USP version

DIN EN ISO 648

Capacity (ml) Tolerance (± ml) Length (mm) Pk Cat. No.
0,5 0,005 300 12 612-4760
1 0,006 300 12 612-4785
2 0,006 330 12 612-4786
3 0,01 330 6 612-4787
4 0,01 400 6 612-4788
5 0,01 400 6 612-4789
6 0,01 400 6 612-4790
7 0,01 400 6 612-4791
8 0,02 440 6 612-4792
9 0,02 440 6 612-4793
10 0,02 440 6 612-4794
15 0,03 510 6 612-4795
20 0,03 510 6 612-4796
25 0,03 520 6 612-4797
30 0,03 520 6 612-4798
40 0,05 540 6 612-4799
50 0,05 540 6 612-4800
100 0,08 585 6 612-4801

Bulb pipettes, BLAUBRAND®, USP
Brand

AR-Glas®, 1 mark, class AS, conformity certified

USP batch certificate; on request also available with USP individual certificate
Calibrated to deliver (TD, Ex)
Ring mark and inscriptions in blue enamel
Waiting time 5 secs

DIN EN ISO 648




