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Sampling
Bags and swabs

Capacity (ml) Thickness (μm) Dimensions (mm) Pk Cat. No.
Closure with 2 round wires, without write-on panel
60 63 76×127 500 129-9831
130 63 76×178 500 129-9832
355 76 114×190 500 129-9833
450 63 114×229 500 129-9834
650 76 140×229 500 129-9837
900 63 114×305 500 129-9835
1200 63 114×382 500 129-9836
1500 76 140×382 500 129-9838
1650 76 178×305 250 129-9839
Closure with 2 round wires, with write-on panel
60 63 76×127 500 129-9842
150 63 76×178 500 129-9843
450 63 114×229 500 129-9844
650 76 140×229 500 129-9846
900 63 114×305 500 129-9845
1650 76 178×305 250 129-9847
Closure with 1 round and 1 flat wire, without write-on panel
150 63 76×178 500 129-9850
450 63 114×229 500 129-9851
650 76 140×229 500 129-9854
900 63 114×305 500 129-9852
1200 63 114×382 500 129-9853
1500 76 140×382 500 129-9855
1650 76 178×305 250 129-9856
Closure with 1 round and 1 flat wire, with write-on panel
150 63 76×178 500 129-9859
450 63 114×229 500 129-9860
650 76 140×229 500 129-9862
900 63 114×305 500 129-9861
1650 76 178×305 250 129-9863
Jumbo type, strong, with 2 flat wires, without write-on panel
3000 101 305×305 250 129-9876
4250 101 305×356 250 129-9877
5500 101 305×406 250 129-9878
6750 101 305×457 250 129-9879
8000 101 305×508 250 129-9880
10500 101 305×610 250 129-9881
13000 101 305×711 250 129-9882
15000 101 382×610 250 129-9883
Opaque bag: Closure with 2 round wires, with write-on panel
450 63 114×229 500 129-9870
Safety Tabs bags: Closure with 2 round wires, with write-on panel 
150 63 76×178 500 129-9884
450 63 114×229 500 129-9885
650 76 140×229 500 129-9886
1650 76 178×305 250 129-9887
Safety Tabs bags: Closure with 2 round wires, with write-on panel, sterile version double bag
810 76 114×305 1.000 129-9889
Safety Tabs bags: Closure with 1 round and 1 flat wire, without write-on panel 
1080 76 104×305 500 129-0417
1650 76 178×305 250 129-0418
2250 101 254×305 250 129-0010
4000 101 254×382 250 129-0011

Bags, twist-seal
LDPE bags, manufactured and packaged in sterile conditions

Universal use, for samples such as foods, liquids, grains, petroleum products, animal material, waste and 
soil samples. Suitable for environmental sampling (surface samples), carcass sampling, biomedical and 
pharmaceutical research, quality assurance procedures (QA/QC), food industry applications and clinical and 
veterinary medicine.

Provide a secure, contaminant-free, flexible container that ensures dependable analytical results
RNase-, DNase-, pyrogen- and BPA-free
Offer an economical and efficient way to collect, contain and carry samples
Wire tab keeps bag open for filling
Unique double fold over system provides a temporary leakproof seal

The opaque VWR® bag is used in the food, pharmaceutical and environmental industries. The black 
resin is a total light barrier that protects photosensitive substances, such as vitamins, chemicals and 
pharmaceuticals, or food supplements, plant extracts and biological tissues.
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