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Weight and volume
Liquid handling - pipette accessories

Description For Colour Pk Cat. No.
Stand for 6 or 8 (when equipped with shelf hangers) Finnpipette® Novus/
Focus/Digital (*)

6/8 Finnpipette® White 1 613-2668

Stand for 3 Finnpipette® (*) 3 Finnpipette® White 1 613-2669
Focus carousel for 6 Finnpipette® Focus/Digital 6 Finnpipette® Focus/Digital White 1 613-2670
Stand for 1 Finnpipette® Novus 1 Finnpipette® Novus White 1 613-5036
Pipette stand for 1 multi channel Finnpipette® Multi channel Finnpipette® White 1 613-0805
F-Stand for 6 F1/F2/F3 Finnpipette® F1/F2/F3 Finnpipette® White 1 613-2765

Stands with three or seven spaces, aluminium cross bar and two sturdy feet. Enable single or multi channel Finnpipette® to be stored vertically

* Fits all Finnpipette® with ergonomic curved finger rest

Pipette stands for Finnpipette®
Thermo Scientific

F-Stand for 6 F1/F2 Finnpipette® Stand for 1 Finnpipette® Novus

Type Capacity (ml) Sterile Packed Pk Cat. No.
25 ml
PS 25 + 5/bag, 40 bags/case 200 613-1174
PS 25 + 1/bag, 100/case 100 613-1175
PS 25 - 50/case 50 613-1176
PS, 3 divisions 25 - 100/case 100 613-1177
PS, 3 divisions 25 + 5/bag, 40 bags/case 200 613-1178
PS, 3 divisions 25 + 1/bag, 100/case 100 613-1179
50 ml
White PS 50 + 1/bag, 100/case 100 613-1184
White PS 50 + 5/bag, 40 bags/case 200 613-1183
White PS 50 - 50/case 50 613-1180
Natural PS 50 + 5/bag, 40 bags/case 200 613-1181
Natural PS 50 + 1/bag, 100/case 100 613-1182
PVC 50 - 100/case 100 613-1185
PVC 50 + 1/bag, 100/case 100 613-1186
PVC 50 + 5/bag, 40 bags/case 200 613-1187

Designed for use in multi channel pipetting applications, these disposable reservoirs accommodate all types of pipettes up to 12-channel width.

Trough design, graduation marks on interior walls, and pour-off spouts on each corner
Lot-certified, non pyrogenic, DNase- and RNase-free
Non sterile or electron beam sterilised

Ordering information: 25 ml reservoirs also available in a unique divided format that features three distinct mini reservoir chambers, each with a 5 ml capacity; 
50 ml reservoirs available in clear FDA grade PVC or virgin modified PS; all other sizes manufactured from virgin modified PS.
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