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Weight and volume
Liquid handling - pipette tips

Continued from previous page

For more compatibility information, please contact VWR Customer Services.

Capacity (μl) Sterile Packed Pk Cat. No.
1 - 200 - Bulk 1.000 613-0257
1 - 200 - 6 racks, 96 each 576 732-0508
1 - 200 + 6 racks, 96 each 576 732-0509

Capillary tips for gel loading
Non bevelled capillary section, non graduated, compatibility type H

The thin capillary fits between gel plates to allow the user to accurately fill the wells between the teeth of 
the gel comb
With wide sealing areas to also fit older pipette barrels

Capillary length: 30 mm

Capacity (μl) Colour code Sterile Packed Pk Cat. No.
0,5 - 10 Transparent - Bulk 500 613-1052
0,5 - 10 Transparent - 10 racks, 96 each 960 613-1055
2 - 200 Yellow - Bulk 500 613-1051
2 - 200 Yellow - 10 racks, 96 each 960 613-1053
5 - 200 Yellow - Bulk 500 613-1056
5 - 200 Yellow - 10 racks, 96 each 960 613-1057
200 - 1000 Blue - Bulk 500 613-1050
200 - 1000 Blue - 10 racks, 96 each 960 613-1054

Pipette tips, standard
Non sterile, autoclavable

Universal tips are compatible with most micropipettes
Smooth inside surface finish for minimum retention of dispensed liquid

Colour: Transparent (0,5 - 10 μl), yellow (2 - 200 μl and 5 - 200 μl), blue (200 - 1000 μl)

Ordering information: Supplied loose or in racks holding 96 tips.

Capacity (μl) Sterile Packed Pk Cat. No.

2 - 200 - Bulk 1.000 612-5755

50 - 1000 - Bulk 1.000 612-5756

PP, autoclavable

Manufactured without lubricants 
Cadmium-free pigments 
Environmentally friendly packaging systems

Colour: Yellow (2 - 200 μl), blue (50 - 1000 μl)

Length: 50 mm (2 - 200 μl), 70 mm (50 - 1000 μl)

Pipette tips, universal




